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(c) For explosive siting issues not 
otherwise addressed by the require-
ments of §§ 420.65–420.69, a launch site 
operator must clearly and convincingly 
demonstrate a level of safety equiva-
lent to that otherwise required by part 
420. 

§ 420.65 Handling of solid propellants. 

(a) A launch site operator shall deter-
mine the maximum total quantity of 
solid propellants and other solid explo-
sives by class and division, in accord-
ance with 49 CFR part 173, Subpart C, 
to be located in each explosive hazard 
facility where solid propellants or 
other solid explosives will be handled. 

(b) When explosive divisions 1.1 and 
1.3 explosives are located in the same 
explosive hazard facility, the total 
quantity of explosive shall be treated 
as division 1.1 for quantity-distance de-
terminations; or, a launch site oper-
ator may add the net explosive equiva-
lent weight of the division 1.3 items to 
the net weight of division 1.1 items to 
determine the total quantity of explo-
sives. 

(c) A launch site operator shall sepa-
rate each explosive hazard facility 
where solid propellants and other solid 
explosives are handled from all other 
explosive hazard facilities, each public 
area and the launch site boundary by a 
distance no less than those provided for 
each quantity and explosive division in 
appendix E, table E–1. 

(d) A launch site operator shall fol-
low the following separation rules: 

(1) A launch site operator shall em-
ploy no less than the applicable public 
area distance to separate an explosive 
hazard facility from each public area 
and from the launch site boundary. 

(2) A launch site operator shall em-
ploy no less than an intraline distance 
to separate an explosive hazard facility 
from all other explosive hazard facili-
ties used by a single customer. 

(3) For explosive division 1.1 only, a 
launch site operator may employ no 
less than 60% of the applicable public 
area distance, or the public traffic 
route distance, to separate an explosive 
hazard facility from a public area that 
consists only of a public highway or 
railroad line. 

(4) A launch site operator may use 
linear interpolation for NEW quan-
tities between table entries. 

(5) A launch site operator shall meas-
ure separation distance from the clos-
est debris or explosive hazard source in 
an explosive hazard facility. 

§ 420.67 Storage or handling of liquid 
propellants. 

(a) For an explosive hazard facility 
where liquid propellants are handled or 
stored, a launch site operator shall de-
termine the total quantity of liquid 
propellant and, if applicable pursuant 
to paragraph (a)(3) of this section, the 
explosive equivalent of liquid propel-
lant in each explosive hazard facility 
in accordance with the following: 

(1) The quantity of liquid propellant 
in a tank, drum, cylinder, or other con-
tainer is the net weight in pounds of 
the propellant in the container. The de-
termination of quantity shall include 
any liquid propellant in associated pip-
ing to any point where positive means 
are provided for interrupting the flow 
through the pipe, or interrupting a re-
action in the pipe in the event of a mis-
hap. 

(2) Where two or more containers of 
compatible liquid propellants are han-
dled or stored together in an explosive 
hazard facility, the total quantity of 
propellant to determine the minimum 
separation distance between the explo-
sive hazard facility and all other explo-
sive hazard facilities and each public 
area shall be the total quantity of liq-
uid propellant in all containers, unless: 

(i) The containers are separated one 
from the other by the appropriate dis-
tance as provided by paragraph (b)(2) of 
this section; or 

(ii) The containers are subdivided by 
intervening barriers, such as diking, 
that prevent mixing. 

(iii) If paragraph (a)(2)(i) or (ii) of 
this section apply, a launch site oper-
ator shall use the quantity of propel-
lant requiring the greatest separation 
distance pursuant to paragraph (b) of 
this section to determine the minimum 
separation distance between the explo-
sive hazard facility and all other explo-
sive hazard facilities and each public 
area. 

(3) Where two or more containers of 
incompatible liquid propellants will be 
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